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Technical information. 
 
The latest available technology was used during the  development of the 
draw-bench. The draw-bench therefore operates using  the latest 
available technology.  
 
The resulted were: 

·  a useful clamping-length in the 13500 kN area, which is from 2.5 till 10 meters 
·  an availability of 1200 mm of operation space under the heart-axis in the 10 

meters section. 
·  an availability of 2400 mm of operation space, in the width of the 10 meters 

section. 
·  a maximum traction of 1376 ton (13500 kN) 
·  a movable fixed pulling point with intervals of 5 meters between the movable 

section and the extension on de parts up to 2.5 meters. 
·  a lay from the drive axis which is approximately 4400 mm. 
·  an adjustable rise time between the 1 and 1000 kN per minute. 
·  an impact limitation to 500 mm, when speaking of a traction higher then 650 

ton. 
·  a fully computer operated draw-bench. 
·  an electronically  force is measurement, by the means of a load cell. 
·  a maximum offset of 1 % from the measured value. 
·  a video installation which enables the monitoring and recording of the 

inspection test. 
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Tests from 300 up to 13500 kN. 
 
The testing company for:   Used for/by: 
 
Anchors       Shipbuilding 
Blocks       Companies 
Slings       towage / salvage 
Closures       Offshore Industry 
Lifting beams      Dredging Industry 
Chains       Industrial use 
Steel wire ropes      Crane Companies. 
 
Mennens Dongen B.V. has a draw-bench with a capacity of 13500 kN at its disposal. 
This draw-bench is considered to be the largest draw-bench in The Netherlands. It is 
only natural that Mennens Dongen B.V. has this unique draw-bench at its disposal, 
especially when considering all the activities and developments that Mennens 
experienced these past years. We who produce 110 mm cable slings would naturally 
want to be able test them out ourselves. 

This have been the missing link in our program of hoisting, lifting, pulling and lasing. 
Now that we have this high-tech machine, we can basically test and retest all the 
hoisting, lifting, pulling and lasing equipment on the desired load/strain. This draw-
bench is not only meant for our house brand products, but we offer this service to 
those who want to make use of it too. Speed and efficiency is our main objective. 
Now no installation have to stand still or ship have to be anchored in the port due to 
the lack of the required certificates.  
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International guarantee for safety   
 
Certificates are now an essential element in the international goal for increasing the 
safety of those who have to work with lifting, towing and lashing equipment on a daily 
bases.  
According to the capacity of the draw-bench, it is now possible to test or retest the 
heaviest slings, anchors, blocks, yokes, chains, shackles and wire rope on their 
specific qualities before the national/international certificate can be issued. This 
legally required testing is conducted by specialists who are praised for their 
professionalism.        
 
Clamping-length up to 
35 meters. 
Four overhead cranes 
provide a smooth and 
easy transport. Trucks 
can pull up next to the 
draw-bench to unload or 
load the (to be) tested 
equipment. The draw-
bench can be made 
operational in instants 
which is thanks to the 
latest available 
technology that is used. 

This ensures a quick 
and efficient 
processing for both 
light and heavy 
hoists.  
In the frame with a 
size of 10,000 mm. x 
2400 mm. x 1950 
mm. Closures, 
blocks, 2, 3 and 4 
sheds can be tested 
or drawn to fracture 
with a force up to 
1300 ton.  
 

For long slings and chains, a traction force of approximately 850 ton is achieved. All 
this in a trough/channel of 700 mm. x 500 mm. over a length of approximately 35 
meters. 
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Certification and recertification  
 
The 13500 kN draw-bench 
partially represents our 
participation in the strive for 
maximizing the safety of 
lifting, towing and lashing 
equipment. Neither effort nor 
money were spared to 
develop a draw-bench with a 
capacity that has no equal in 
The Netherlands. 
 
After extensive testing and 
examination by NMI 
calibration specialists, we 
were classified in the 
highest class. This means 
that the maximum deviation 
of our measurements is 1% , 

even at a traction of 13500 kN. 
That is why the services offered 
by Mennens Dongen B.V. for the 
certification and recertification of 
steel wire ropes, shackles, 
blocks, anchors, chains, yokes 
and slings are considered a one 
of a kind service. A service which 
has earned its international 
recognition. That is why we are 
authorized to issue certificates for 
international classification 
societies  such as: 
Lloyd's Register of Shipping, 
Bureau Veritas, Det Norske 
Veritas, Gemanischer Lloyd, 
American Bureau of Shipping, 
Registro Italiano Navale (RINA) 
and USSR Register of Shipping. 
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The NMI Certification 
 


