
Holmatro	hydrauliek	Nippels
Productinformatie

Holmatro	nippels,	max.werkdruk	720	bar.
Beide	zijden	v.z.v.	div.	soorten	en	maten	uitwendig	draad.



Artikelnr. Draad	A Draad	B A
mm

B
mm

16.41HOL100181151 3/8”	NPT M14	x	2 3/8”	NPT M14	x	2

16.41HOL100181156 ¼”	BSP M14	x	2 ¼”	BSP M14	x	2

16.41HOL100581101 3/8”	NPT 3/8”	NPT 3/8”	NPT 3/8”	NPT

16.41HOL100581211 ¼”	BSP M14	x	1.5 ¼”	BSP M14	x	1.5

16.41HOL100581226 ¼”	NPT M14	x	1.5 ¼”	NPT M14	x	1.5

16.41HOL100581239 ¼”	NPT ¼”	NPT ¼”	NPT ¼”	NPT

16.41HOL110013004 1/8”	NPT 3/8”	NPT 1/8”	NPT 3/8”	NPT

16.41HOL110013005 ¼”	BSP M10	x	1 ¼”	BSP M10	x	1

16.41HOL110013044 ¼”	BSP M12	x	1.75 ¼”	BSP M12	x	1.75

16.41HOL150581087 ½”	BSP 3/8”NPT ½”	BSP 3/8”NPT

16.41HOL150581088 ½”	BSP ½”	NPT ½”	BSP ½”	NPT

16.41HOL150581216 ¼”	BSP ¼”	BSP ¼”	BSP ¼”	BSP

16.41HOL150581218 ¼”	BSP 3/8”	NPT ¼”	BSP 3/8”	NPT

16.41HOL150581227 ¼”	NPT ¼”	BSP ¼”	NPT ¼”	BSP

16.41HOL150581244 ¼”	NPT 3/8”	NPT ¼”	NPT 3/8”	NPT



Maattekening


